INDUSTRIAL BATTERY - VRLA-AGM BATTERY - MEDIUM AND LARGE SERIES
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Parameter Chart:
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Storage Period(months)

Discharge Current 25°C

Volts 12V
Capacity(25°C) 10 hours rate (25A) 250Ah
Discharge Current 1 hoursrate (137.5A) 160Ah
. o
IRSing (2o 3 hours rate (62.5A) 195Ah
Internal Resistance | Full Charged Battery 25°C 3mQ
40°C 104%
o 0,
Capacity Affected 25°C 100%
By Temperature 0°C 83%
-15°C 65%
Capacity After 3 Months Storage| 91%
Remdtzggoc(?)pacny Capacity After 6 Months Storage | 82%
Capacity After 12 Months Storage| 65%
Initial Charging Current Less
Charge [Cycle (25°C) Than 75A
(Constant Voltage 14.5~14.9V
Voltage)
Float (25°C) | Charge Voltage 13.6~13.8V

Weight+3%

72.3Kg

* The above are average and data obtained from the first 3 charge/discharge

cycles. These are not minimum values.
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INDUSTRIAL BATTERY - VRLA-AGM BATTERY - MEDIUM AND LARGE SERIES

Constant voltage charging characteristics Float Life
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Constant Current Discharge Characteristics (A, 25°C)

F.V/Time 30min 45min 1h 2h 3h 4h 5h 8h 10h 20h

9.60V 238.5 185.0 152.6 90.0 67.5 53.7 46.3 30.5 259 13.8

10.02V 232.6 181.8 148.7 88.5 66.3 53.3 45.9 30.3 25.8 13.7

10.20V 230.8 179.5 147.4 87.8 65.7 53.1 45.7 30.2 25.7 13.6

10.50V 225.9 174.2 145.6 85.9 64.8 52.8 45.3 29.9 25.5 13.5
10.80V 2144 169.7 141.3 83.8 63.0 51.2 44.8 29.6 253 13.3

Constant Current Discharge Characteristics (Watt, 25°C)

F.VITime 30min 45min 1h 2h 3h 4h 5h 8h 10h 20h
9.60V 2510 1979 1701.5 | 1035.0 789.6 633.7 548.2 362.2 308.2 165.6
10.02v 2465 1954 1665.4 | 1017.8 775.5 628.9 543.5 360.0 307.0 164.2
10.20V 2446 1947 1650.9 1009.7 768.5 626.6 541.1 358.8 305.8 163.2
10.50V 2423 1925 1638.0 987.9 757.9 623.0 536.4 355.2 303.5 162.0
10.80V 2388 1884 1589.6 956.8 7371 604.2 530.4 351.6 301.1 159.6
Capacity Factors With Different Temperature
Battery Type -20°C | -10°C 0°C 5°C 10°C 20°C 25°C 30°C 40°C 45°C
GEL 12V 50% 70% 83% 85% 90% 98% 100% | 102% | 104% | 105%
Battery

% The above are average and data obtained from the first 3 charge/discharge cycles. These are not minimum values.
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