THE OF LIGHT

FLEXSOLAR® PORTABLE SOLAR POWER STATION

Series FP100
Model $1000S
Battery Type Ternary lithium battery

TECHNICAL SPECIFICATIONS

Rated Voltage/Capacity | 22.2v/46Ah (1021.2Wh)

Rated Power 1000W
AC Output *2 Pure Sine Wave 110V/60HZ, Stable at 1000W Peak at 2000W
USB-A Output *2 5-12V, MaxI18W, 5V==3A, 9V==2A, 12V==1.5A
DC5525 Output *1
12V/10A, Total 120W Max
Car Charger Output *1
TYPE-C Input/output *I Bidirectional TYPE-C, PD3.0, 100W Maix
5V==3A, 9V==3A, 12V==3A, 15V==3A, 20V==5A
Solar panel charging, 12-24V, 5A, 120W Max
DC7909 Input *1 Adapter charging
INPUT: 100-240VAC, 50-60HZ; OUTPUT: 24V/5A, 120W Max
Cooling Method Ventilation cooling & FAN cooling
Self-Consumption <BmMA

Discharge Temperature | 14°F to 104°F (-10°C to 40°C)
Charging Temperature | 32°F to 113°F (0°C to 45°C)

Storage Temperature -4°F to 140°F (—20°C to 60°C)

Operating Humidity 20%-90% relative humidity (non-condensing)

Storage Humidity 5%-95% relative humidity (non—condensing)

Vibration 10-55Hz, 49.0m/s? (6G), 3 minutes period,

60 minutes each

Impact 196.1m/s? (20G), Ims, once each X, Y and Z axis %

Safety Specification UL2743, UL1642, UN38.3, FCC, ROHS, CE, PSE fse the mobile phone APP vid Blustooth
o control the output status, and observe

Net Weight 19.41b [ 88 kg i eci ime. At downiodd GR code ae

Size 134 x 7 x 91inch (340 x 178 x 230mm) cpove.

1. Pure sinusoidal voltage and current output, suitable for different loads. The
inverter is a single-phase offline inverter.
2. When the total output power 2 1080+30W, the USB, PD, DC and AC output will
be gradually turned off.
3. The TYPE-C interface supports the bidirectional PD3.0 fast charging function:
not only the Power Station can charge the mobile electronics, but also the Power
Station can be charged through this port.
4. The Power station is equipped with built-in MPPT technology to effectively
O reduce the amount of time needed to recharge batteries.
Adapter charging i Cooker B |t is recommended to use the FLEXSOLAR® 120W solar panel model
\ FLC-C4-201200-4 for the best charging effect. FLC-C4-201200-4 can be
purchased on the website: https: //flexsolarenergy. com/products/120w-fold-
able-solar-panel.
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TYPE-C charging  Laptop Drone /_\ When charging, please ensure that the ambient temperature is
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Car charging

smart phone between 32°F to 113°F (0°C-45°C), and it is strictly forbidden to charge
below 32°F (0°C), otherwise low temperature charging protection will
occur.
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